2> Nagano 09AC

Articulated crawler boom

The Nagano 09AC is a compact and agile articulated
crawler boom on rubber tracks with reduced tail
swing designed for optimal efficiency.

STANDARD FEATURES

v 360°

v Zero tail swing
v_Low emission engine
v/ Low ground pressure
v

Grey non marking tracks

A EUROPE

NAGANO

MODEL 09AC

Max load capacity 150 kg

Tilt 5°

Platform size 0,62x0,77x1,10 m
Max work height 8,80 m

Max outreach 4,49 m




MODEL 09AC

Max work height 8,80 m

Max outreach 4,49 m

Allowable tilt 5°

Max load capacity 150 kg

Platform size (L x W x H) 0,62x0,77x1,10 m

Swing angle basket L90 ~ R40 °

Transport dims (L x W x H) 3,70x 1,65 x 2,00 m

Machine weight 2.620 kg

Travel speeds 1,1/2,2km/h

Engine type Kubota D722

Rated power 7.4 /2000 KW/min

Fuel tank capacity 181

Emergency stop v - o
Food switch / Enabling switch | v/ hagy NO.IIII 09AC
Auxiliary lowering control v

Traveling restriction (on slope) | /

Operation restriction (on slope)| v

Battery isolator switch v

LED lighting *

* upper control box only

For all our types:

More information:

A EUROPE +31 (0)165 8000 99

NAG QNO info-eu@nagano-access.com
' WWW.Nagano-access.com




